. ORSTA-Hydraulik AG Pressure Control Valves, Flow Control Valves, Check Valves
Pressure Relief Valves, Directly Operated 1
Rated pressure 160 and 320 bar
Size 6;10; 16; 25; 40 mm
Pressure range (in three pressure stages) 4-320 bar
Flow rate 10; 16; 40; 100; 250 dm3/min
- Valves of cartridge type and for line mounting
Pressure Relief Valves, Directly Operated 1
Rated pressure 160 bar
Size 16; 40 mm
Pressure range (in three pressure stages) 4-160 bar
Flow rate 40; 250 dm3/min

- For sub-plate mounting

Safety Valves, Directly Operated 1
Rated pressure 160 bar

Size 16; 25 mm

Pressure range (in three pressure stages) 4-176 bar

Flow rate 40 and 100 dm3/min

- Internally drained
- Valves of cartridge type and for line mounting
' - For hydraulic installation with accumulator operation

Safety Valves, Directly Operated and Pilot-Operated 1
Rated pressure 200-320 bar

Size 4;6;10; 20 mm

Pressure range 4-320 bar

Flow rate 2.5-400 dm*/min

- Internally drained
- Valves of cartridge type and for line mounting
- For hydraulic systems with accumulator operation

Pressure Relief Valves, Directly Operated and Pilot-Operated 1
Rated pressure 200-320 bar

Size 4:6;10; 20 mm

Pressure range 4-320 bar

Flow rate 16; 40; 100 and 400 dm3/min

- Valves of cartridge type and for line mounting
- For sub-plate mounting and for device mounting

Pressure Regulators, Pilot-Operated 1
Rated pressure 320 bar

Size 6; 10; 20 mm

Differential pressure 10-320 bar

Flow rate 40; 100 and 250 dm3/min

- Valves of cartridge type and for line mounting (for sub-plate mounting
of sizes 10 and 20)

Differential Pressure Regulators 1
Rated pressure 320 bar

Size 10; 20 mm

Differential pressure 6 bar

Flow rate 70 and 160 dm3/min

- Valves of cartridge type

Pressure Control Valves with Extended Function 1
Rated pressure 320 bar

Size 10; 20 mm

Pressure range 4-320 bar

Flow rate 100 and 400 dm3/min

- Combination of main control unit, yoke units and the appropriate mounting
elements; the pilot-operated pressure control valves are connected in parallel
and act successively singly on the main - pressure-relief valve

- For sub-plate mounting




Pressure Control Valves, Flow Control Valves, Check Valves ORSTA-Hyraqu AG

Lowering and Brake Valve Combination

Rated pressure 320 bar
Size 20 mm
Flow rate 250 dm3/min

- Main function is the motion control of tensioned, doubly pressurizable
hydraulic actuators
- Constructions with pressure control or compound control

Pressure Relief Blocks HYS 06-11005

Rated pressure 320 bar

Size 6 mm

Flow rate 40 dm?3/min

Rated pressure 160 bar

Size 10; 16 and 25 mm

Flow rate 16; 40 and 100 dm3/min

- For line mounting
- Optional with port thread:
M18 x1.5; M 22 x 1.5; M 26 x 1.5, TGL 35001/01
G ¥g-A; G V-A; G ¥,4-A; form X, DIN 3852 part 2
- Special port body

Restrictor Valves

Rated pressure 320 bar

Size 6; 10; 20 mm

Flow rate 25; 63*); 250 dm3/min
Flow rate, nom. 10; 40; 100 dm3/min

- Valve of cartridge type and for line mounting
- Optional with or without check valve
*) Valve of cartridge type up to 90 dm3/min

Series Flow Control Valves

Rated pressure 320 bar
Size 6;10; 20 mm
Flow rate 16**); 63*); 160 dm3/min

- Valve of cartridge type and for line mounting

- For sub-plate mounting

**) Sub-plate mounting only sizes 6 and 10
flow rate, max. 12 and 60 dm3/min

By-Pass Flow Control Valves

Rated pressure 320 bar

Size 6; 10; 20 mm

Flow rate - 10**); 63**); 160 dm3/min
Flow rate, nom. 10; 40; 100 dm3/min

- Valve of cartridge type and for line mountings
- For sub-plate mounting
**) Sub-plate mounting only sizes 6 and 10

flow rate, max. 12 and 40 dm3/min
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